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Duraflex® Metal Cutting Wheels for Portable Angle Grinders and Saws 
 CODE                DIMENSIONS                                BAR CODE        SAP 
A3SCU   75mm  x 10mm x 1.0mm    Metal Cutting (Ultr a Thin)  9315855 
A4SC    100MM x 16mm x 2.5mm    Metal Cutting               9315855710013   191238  
A4SCT   100MM x 16mm x 1.6mm    Metal Cutting (Thin )        9315855710167 
A4SCU   100MM x 16mm x 1.0mm    Metal Cutting (Ultr a Thin)  9315855710389    191239   
A4SCDC  100MM x 16mm x 2.5mm    Metal Cutting (Dep Centre)  9315855710198   191418  
A4.5SC  115MM x 22mm x 2.5mm    Metal Cutting               9315855710044   191419    
A4.5SCT 115MM x 22mm x 1.6mm    Metal Cutting (Thin )        9315855710310   191420   
A4.5SCU 115MM x 22mm x 1.0mm    Metal Cutting (Ultr a Thin)  9315855710396   191431   
A5SC    125MM x 22mm x 2.5mm    Metal Cutting               9315855710075   191432  
A5SCT   125MM x 22mm x 1.6mm    Metal Cutting (Thin )        9315855710181   191433  
A5SCU   125MM x 22mm x 1.0mm    Metal Cutting (Ultr a Thin)  9315855710402   191434  
A7SC    180MM x 22mm x 2.5mm    Metal Cutting               9315855740051   191435  
A9SC    230MM x 22mm x 3mm      Metal Cutting               9315855710105   191240  
A9SCT   230MM X 22mm X 2mm      Metal Cutting (Thin )        9315855710150   191241 
A9SC25  230MM x 25mm x 3mm      Metal Cutting               9315855710204   191436 
 

Duraflex® Metal Cutting Wheels for Portable Drop Saws 
A12SC   300MM x 25mm x 3mm      Metal Cutting               9315855710136   191437 
A14SC   355MM x 25mm x 3mm      Metal Cutting               9315855710143   191242  
A16SC   400MM x 25mm x 3mm      Metal Cutting               9315855710358   191438 
 

Duraflex® Metal Grinding Wheels for Angle Grinders 
A4SG    100MM x 16mm x 6mm      Steel Grinding              9315855710037   191439  
A4.5SG  115MM x 16mm x 6mm      Steel Grinding              9315855710068   191440  
A5SG    125MM x 16mm x 6mm      Steel Grinding              9315855710099   191441  
A9SG    230MM x 16mm x 6mm      Steel Grinding              9315855710129   191442 
 

Duraflex® Metal Cutting Wheels for High Speed Saws 
A12SCHS 300MM x 20mm x 4mm      Metal Cutting for H .S.S     9315855710228   191443  
A14SCHS 355MM x 25mm x 4mm      Metal Cutting for H .S.S     9315855710235   191444  
A16SCHS 400MM x 25mm x 4mm      Metal Cutting for H .S.S     9315855710419   191445 
 

Duraflex® Metal Cutting Wheels for Quick Cut Saws 
A12SCQC 300MM x 20mm x 4mm      Metal Cutting for Q .C.S     9315855710228 
A14SCQC 355MM x 25mm x 4mm      Metal Cutting for H .S.S     9315855710235 
 

Duraflex® Masonry Cutting Wheels for Angle Grinders & Saws 
A4MC    100MM x 16mm x 3mm      Masonry Cutting             9315855710020   191446 
A4MCDC  100MM x 16mm x 3mm      Masonry Cutting Dep  Centre  9315855710365   191447  
A4.5MC  115MM x 22mm x 3mm      Masonry Cutting             9315855710068   191448  
A5MC    125MM x 22mm x 3mm      Masonry Cutting             9315855710082   191449  
A9MC    230MM x 22mm x 3mm      Masonry Cutting             9315855710112   191450  
A9MC25  230MM x 25mm x 3mm      Masonry Cutting             9315855710426   191451 
 

Duraflex® Masonry Cutting Wheels for Quick Cut Saws 
A12MCQC 300MM x 20mm x 4mm      Masonry Cutting For  Q.C.S   9315855710198   191452  
A14MCQC 355MM x 25mm x 4mm      Masonry Cutting For  Q.C.S   9315855710372   191458  
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 General Purpose Electrodes  
nuweld® GP rods are of low Carbon steel with a coat ing of  Titania.  

The arc is stable and spatter loss is negligible. T he slag is fluid and when  solidified, is 
easy to remove.  The nuweld GP rod gives a very smo oth weld  and they are excellent for 
"touch" welding. nuweld® GP rods are suitable for w elding Mild Steel & Galvanised Mild 
Steel in all positions. They are easy to strike and  run well - even on poor power supplies 

and long extension leads.  
nuweld® GP electrodes comply with AS1553 Part 1-198 3.   

Corresponding to A.W.S.E 6013, B.B.217, G.BT 42/1.  
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Bulk orders of electrodes can be 
supplied with your own label. 



����������������������� �������

�

Stainless Steel Electrodes 
Approvals: ASME/SFA5.4. AWS E316L-16.   
Approved by ABS,BV,DNV,KR,LR,TUV.  
nuweld® Stainless Steel electrodes are most suitable for welding 316 type Stainless Steels in all positions. Sur-
faces to be welded should cleaned of any dust and oil. It is recommended that low amps are used with a short 
arc and that the electrodes be dried for about 30 minutes at 150c before use.  
 
      CODE                    Description                 Bar Code  
  (2.0mm / 14 Gauge)   
      HP10                  Hang Pack 30 Rods         9415855-110233 
      TP10                  Trade Pack 2.5kg          9415855-110240 
      
  (2.5mm / 12 Gauge)   
      HP11                  Hang Pack 25 Rods         9415855-110257 
      TP11                  Trade Pack 2.5kg          9415855-011257 
  
  (3.2mm / 10 Gauge)   
      HP12                  Hang Pack 15 Rods         9415855-120324 
      TP12                  Trade Pack 2.5kg          9415855-012322 

Cast Iron Electrodes 
nuweld® Cast Iron electrodes are suitable for joining most types of Cast Iron and for welding Cast Iron to steel. 
The metal surfaces to be welded should be clean and it is recommended that the Cast Iron electrodes be dried 
for about 30 Minutes at 150c prior to use.  
      CODE                    Description                 Bar Code  
  (3.2mm / 10 Gauge)   
      HP13                  Hang Pack 5 Rods          9415855-130323 

 Multi-Weld Electrodes 
For high strength welding of a wide range of dissimilar metals and alloy steels. Ideal for stainless steel, cast iron 
and metals of unknown composition. 
      CODE                    Description                 Bar Code  
  (3.2mm / 10 Gauge) 
      HP14                 Hang Pack 5 Rods 
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WELDING ACCESSORIES  

Welding Earth Clamp  
All Metal Clamp with                 
copper strap.                                    
Code Number = E250                   
Bar Code = 9315855-606057 

SAP 185916 

Welding Earth Clamp  
500 amp All Metal Clamp           
with copper strap.                                    
Code Number = E500                   
Bar Code = 9315855-606064 

SAP 173410 

Electrode Holder 500 amp 
Lever type. 
Code Number  H500                       
Bar Code 9315855-606095 

SAP 189629 

Electrode Holder 300 amp 
Lever type. 
Code Number  H300                       
Bar Code 9315855-606071 
SAP  

All earth clamps & electrode  
holders come in plastic bags with  
Weldfast header cards. 

Electrode Holder 400 amp 
Twist type. 
Code Number  H400                       
Bar Code 9315855-606088 
SAP 173411 

Welders Magnet 
�

��&���1
�2�����33�
�1
��2 ��

  * Turn on to hold. 
 * Turn off to clean. 
Product Code M4 
Bar Code 9315855606132 

SAP 188730 

Welders Magnet 
�
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Product Code M3 
Bar Code 9315855606125 
SAP 175138 

Welders Magnet 
��������
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Product Code M2 
Bar Code 9315855606118 
SAP175137 

Welders Magnet 
4&�����
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 Product Code M1 
Bar Code 9315855606095 
SAP 189581 

All steel chipping hammer 
Code Number CH1 
Bar Code 9315855-606040 
SAP 173409 



5..�5..�5..�5..�� ���
Promotional Mask 
Head type with lift 
lense.  
Viewing area  
90 x 50mm. 
Bar Code 9315855606316 
SAP  173407 

5..�5..�5..�5..�� ���
Professional Mask 
Head type mask with 
lift lense. Viewing 
area  
90 x 50mm. 
Bar Code 9315855606323 

5!5!5!5!� ���
Hand type mask 
with fixed lense. 
Viewing area  
90 x 50mm. 
Bar Code 9315855606026 

Spare parts for  MLLS, MLL and 
MH. 
L10 shade 10 lense. 
Bar Code 9315855606033 
SAP  175135 
LC clear lense cover. 
Bar Code 9315855606040 
SAP  189102 
HH head harness 
Bar Code 9315855606255 

5�..�5�..�5�..�5�..�� ���
�����������	
� �
Head type with lift lense.  
Viewing area  90 x 110mm. 
Mask Bar Code 9315855606118   SAP  143619 
LB10 shade 10 lense 9315855606217  SAP  175134 
LLBC  clear lense cover 9315855606224  SAP  175136 
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���� WELDING MASKS.  

Duraflex® Flap Discs are made from Zirconia and are suitable for grinding and finishing steel. 
Excellent results are obtained when grinding welds, removing rust, deburring steel, removing 
paint and edge grinding. Suitable for angle grinders and sanders.  
 CODE     DIMENSIONS    GRIT        MAX SPEED       BAR CODE          SAP 
FDZ440    100 x 16mm  Z40 Grit    15000 rpm    9315 855512341     191459      
FDZ460    100 x 16mm  Z60 Grit    15000 rpm    9315 855512358     191460  
FDZ480    100 x 16mm  Z80 Grit    15000 rpm    9315 855512385     191461  
FDZ4120   100 x 16mm  Z120 Grit   15000 rpm    9315 855512385     191462   
FDZ4.540  115 x 22mm  Z40 Grit    13000 rpm    9315 855512372     191463  
FDZ4.560  115 x 22mm  Z60 Grit    13000 rpm    9315 855512389     191464  
FDZ4.580  115 x 22mm  Z80 Grit    13000 rpm    9315 855512396     191465  
FDZ4.5120 115 x 22mm  Z120 Grit   13000 rpm    9315 855512396     191466  
FDZ540    125 x 22mm  Z40 Grit    12000 rpm    9315 855512402     191467  
FDZ560    125 x 22mm  Z60 Grit    12000 rpm    9315 855512419     191468  
FDZ580    125 x 22mm  Z80 Grit    12000 rpm    9315 855512426     191469  
FDZ5120   125 x 22mm  Z120 Grit   12000 rpm    9315 855512426     191470  
FDZ740    178 x 22mm  Z40 Grit     8600 rpm    9315 855512433     191471  
FDZ760    178 x 22mm  Z60 Grit     8600 rpm    9315 855512440     191472   
FDZ780    178 x 22mm  Z80 Grit     8600 rpm    9315 855512457     191473  
FDZ7120   178 x 22mm  Z120 Grit    8600 rpm    9315 855512457     191474  

FLAP DISCS 
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Solarweld incorporates the  
latest design features available in 

automatic welding masks. The shade 
of the 96 x 42 mm viewing area can 

be adjusted from shade 9 to 13.  
Solar cells are mounted on the front 

of the mask to collect power pro-
duced by the arc to power the lense 
change from light to dark instantly 

as the arc is struck. Light sensitivity 
and switching times can also be  

adjusted. 
Mask Bar Code 9315855606132 

SAP 184119 
Spare clear lense protector sets. 

Bar Code     9315855606248 

SAP 184120 
HH. Spare Head Harness 
Bar Code 9315855606255 

SAP 190958 
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SOLARBLUE is our new 
budget priced automatic welding 

mask.  Designed for the  
professional and hobby welder 
who wants a simple mask with-

out all the extras. This mask also 
charges from the arc and 

changes  instantly when the arc 
is struck but only from clear to 

shade 11. 
Bar Code 9315855606125 

SAP 194820 
Spare clear lense protector sets. 

Bar Code     9315855606248 
SAP 184120 

HH. Spare Head Harness 
Bar Code 9315855606255 

SAP 190958 
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One years guarantee. 
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AUTOMATIC WELDING MASKS  

IN CLEAR PLASTIC DISPLAY BOX.  

IN CLEAR PLASTIC DISPLAY BOX.  
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· Copper Coated, Gas Metal Arc (Mig)    
Welding Wire  

 
· For all position welding of Mild and            

Medium Strength Steels 
 
· Precision Layer Wound 

 

Weldfast mig wire is available in the following gauges and spool size s 
MW85.  0.8 mm x  5 kg Plastic Spools.  9315855995083      

MW815.  0.8 mm x 15 kg Plastic Spools.  9315855991580    SAP 184123 
MW915.  0.9 mm x 15 kg Plastic Spools.   9315855991597     SAP 181193 
MW1.215.  1.2 MM X 15 kg Plastic Spools. 9315855991214    SAP 188734 

����
��� 	
Gasless Mig Wire 

Layer Wound. 
MWG81. 0.8 mm x 1 kg 
9315855400112   SAP  184121 
MWG95. 0.9 mm x 5kg 
9315855994055   SAP  184122 
MWG915. 0.9 mm x 15 kg 
9315855994062 
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Bulk orders of mig wire can be        
supplied with your own label. 



DIAMOND BLADES  
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BLADE TYPE PART No. DIAMETER x BORE BAR CODE  

CONTINUOUS RIM DW4C 105mm x 16mm 9315855-140063  

Tiles, Fibreglass, DW4.5C 115mm x 22mm 9315855-140070  

Marble, Granite DW5C 125mm x 22mm 9315855-140087  

& Fibro Cement DW9C 235mm x 22mm 9315855-140094  

SEGMENTED DW4S 105mm x 16mm 9315855-140018  

Hard Clay Pavers,  DW4.5S 115mm x 22mm 9315855-140025  

Clay Bricks, DW5S 125mm x 22mm 9315855-140032  

Granite, Marble DW9S 235mm x 22mm 9315855-140049  

& Wall Chasing DW14S 350mm x 25/22mm 9315855-140056  

TURBO DW4T 105mm x 16mm 9315855-140100  

Pavers, Granite, DW4.5T 115mm x 22mm 9315855-140117  

Marble, Fiberglass, DW5T 125mm x 22mm 9315855-140124  

Tiles, Concrete, Clay Pavers &     

Fibro-Cement     

SUPER TURBO DW9ST 235mm x 22mm 9315855-140148  

Hard Clay Pavers, DW14ST 350mm x 25/22mm 9315855-140155  

Reinforced Concrete,     

Basalt, Clay Bricks, Slate Tiles,     

Refractory Bricks, Concrete     

Pipes, & Blocks     

DIAMOND BLADES  
DIRECTIONS FOR SAFE USE  
Diamond blades must rotate in the direction indicated on the blade.  
Blades must be fitted closely on the spindle between straight, clean,  
equal sized flanges.  
Hand turn to check concentric rotation.  
Do not force the blade. Do not side grind.  
Use safety goggles, ear and dust protection and protective clothing.  
Pre-sharpen blades with shallow cuts if soft abrasive material. eg Sandstone  
Forcing or twisting the blade in the cut will cause loss of sharpness,  
excessive wear, overheating, distortion and segment damage.  
If overheating occurs, cool the blade by free running in air.  
NOTE : ALL BLADES MAY BE USED WET OR DRY.   
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Artisan Tungsten Carbide tipped saw 
blades are made to exacting standards 
for the Japanese and  Australian  
market. 
Large choice of tooth numbers to cut 
all types of wood including hardwood, 
ply, chipboard and M.D.F board.   

Tungsten Tipped Saw Blades For Cutting Light Gauge Steel. 

185 mm x 60 tooth x  25mm bore 
235 mm x 60 tooth x  35mm bore 

9315855120706 
9315855120713 

Artisan Tungsten Tipped Saw Blades Are Not Suitable For Use On Angle Grinders. 

M18560 
M23560 



 

Welding Cable 

Technical Information .  
· Compliance Standards : 
            AS1995, VDEO250, AS3147.  
             Copper : Plain Annealed.  
* Sheath : Thermoplastic Rubber * Double Insulated : Ther-
moplastic Rubber Inner and Outer. * Operating Tempe rature : 
Min  -25 c Max  90c. * Voltage Rating : 0.6 / 1kv. * Minimum 
Bend Radius : 5 x Outer Diameter. * Sheath Colours : Orange 
or Black. * Packing : 100 metres on Metal Spool. * Copper 
Wire : Each Strand 0.2 mm diameter. * Outer Insulat ion Re-
sists : Oil, Diesel, Petrol, Grease, Ozone, Sea Wat er, Freon,       
most Solvents and Prolonged Ultraviolet Exposure. *  Outer 
Insulation is self extinguishing, will not sustain combustion.  

 Cable Size    30%   60%   100% Duty Cycle   Product Code Bar Code  
10mm 190 amps 135 amps 105 amps             BC10100    9315855-101002  
16mm 240 amps 175 amps 135 amps         BC16100    9315855-161006  
25mm 330 amps 230 amps 180 amps         BC25100    9315855-251004  
35mm 410 amps 290 amps 225 amps         BC35100    9315855-351001  
50mm 520 amps 370 amps 285 amps          BC50100    9315855-501000  
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CABLE LUGS  

NOTE : Cable Size is the cross 
section area of the copper cable.  
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The Redback storage system consists of only nine co mponents. But as these  
components all interchange they can be used to make  a huge number of            
configerations. The end frames are slotted to allow  the beams to connect  
without bolts (Similar to pallet racking). Shelves,  cabinets, drawer units all sit 
into the recessed beams so do not need to be bolted  or screwed down. The 
tool display also has the same connectors as the be ams and the work bench is 
the only part that is bolted down. More configerati ons can be seen on our web 
site  
www.redbackstoragesystems.com.au 


